
Deutz-Fahr 
6120.4 - 6130.4 - 6140.4 - 6150.4 - 6160.4 
6160 - 6180 - 6190 ttV agrotron
Deutz-Fahr
aGrOtrON X 720

the cab is roomy and comfortable, equipped with 
high technology analogue instrumentation.



deutz-fahr.com
Deutz-Fahr is a brand of 

use of 
original lubricants 
and coolants is recommended.

DEUTZ-FAHR
LUBRICANTS

technical data aGROtROn X
720

eNGINe
emissions tier 3
Manufacturer Deutz tCD 2013 L06 4V DCr
Deutz Common rail •
Cylinders/Capacity No./cc 6/7,146
turbo Intercooler intake •
Max. homologated power at rated speed (2000/25/eC) kW/hp 202/275
Power at rated engine speed (eCe r 120) kW/hp 198/269
Max. engine speed (rated) rpm 2240
Max. torque Nm 1035
electronic engine control •
air filter with dust ejector •
Liquid cooling with openable radiators •
exhaust on cab a-post •
Fuel tank capacity litres 585
Biodiesel fuel % B100
POWerShIFt GearBOX
Number of speeds with supercreep n° 40+40
Powershift number of speeds n° 4
Minimum/maximum speed with supercreep km/h  3.29/0.48
Max. speed km/h 50
automatic Powershift •
Comfort Clutch •
electrohydraulically engaged shuttle •
rear PtO
Multiplate wet clutch •
electrohydraulically engaged clutch •
540/540eCO/1,000/1,000eCO PtO •
P.t.O. 540/1,000 •
FrONt aND rear aXLe
Front wheel drive electrohydraulically engaged •
Steering angle/radius 4WD degrees/mm 52°/6,750
BraKeS 
Wet rear disc brakes •
Parking brake •
SteerING
hydrostatic, with height and tilt adjustable steering column •
hItCh
Category  III
electrohydraulically controlled rear hitch •
rear hitch lift capacity kg 10,500
Mechanical front hitch with retractable coupling bars •
hYDrauLIC SYSteM
Pump output (std) l/min 120
Closed centre hydraulic system (Load Sensing) •
electronic distributor control •
rear auxiliary distributors No. of ways 4
Flow regulator and timer •
DrIVING POSItION
Multifunction armrest •
Cab •
Work Display •
Performance Monitor •
Comfortip •
high visibility roof •
Cab air suspension •
air conditioning •
DIMeNSIONS aND WeIGhtS 
With front tyres 600/65r34"
With rear tyres 650/65r42"
Wheelbase mm 3,095
Length (min-max) mm 5209-5399
height (min-max) mm 3265-3270
Width (min-max) mm 2500-2749
Ground clearance (min-max) mm 445-625
total unladen weight (min-max) kg 8753-9995
Weight with cab (min-max) kg 9,430-10,435
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